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TREATMENT FOR A
CATCH BASIN ON A SLOPE

{SEE NOTE 4)

GEOTEXTILE FENCE
OR HAY BALES

GENERAL NOTES:

1."THE CONTRACTOR SHALL MAINTAIN THE EARTHEN BERM AS
DIRECTED BY THE ENGINEER, - :

2. WHEN USING A SEDIMENTATION CONTROL SYSTEM ALONG THE
TOE OF SLOPE, ADD WINGS TO PREVENT SEDIMENT FROM MOVING
ALONG THE FENCE AND OFF THE SITE. MINIMUM SPACING FOR
WINGS 1S 25' (7620},

3. CATCH BASIN ON SLOPE SHOULD NOT BE RINGED. THE SPACING
OF SEDIMENTATION CONTROL SYSTEM SHALL VARY WITH SLOPE.

4, ELEVATION B = A + 12" (305) MIN.

HAY BALES OR
GEOTEXTILE FENCE -

S

{3355)

TREATMENT AT TOE OF SLOPE
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HAY BALE SYSTEM

GENERAL NOTES:
1. HAY BALES SHALL NOT BE USED IN A WATERCOURSE,

2. HAY BALES SHALL BE ENTRENCHED 4" (102} AND TIGHTLY BUYTED TOPGETHER. REMOVE HEAWY
BRUSH AND FILL ALL VOIDS WITH LOOSE HAY,

3. WOOD STAKES SHALL HAVE A MINIMUM CROSS-SECTION SIZE OF AT LEAST 1" (102) x 1" (102) AND
MINIMUM LENGTH OF 4 FT.(1219)

4, CLEAN QUT ACCUMULATED SEDIMENT WHEN ONE-HALF (1/2) OF THE ORIGINAL HEIGHT OF THE
HAY BAL& FENCE, AS INSTALLED, BECOMES FILLED WITH SEDIMENY OR AS DIRECTED BY THE
ENGINEER,

5. NOT TO BE USED IN THE VICINITY QF URBAN AND RESIDENTIAL AREAS.

FLOW
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FABRIC ‘

FABRIC LAYED TAKE
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END VIEW

TRENCHING
GEOTEXTILE TOE

BACKFILLING
GEOTEXTILE TOE

GEOTEXTILE FENCE SYSTEM

GENERAL NOTES:

1. GEOTEXTILE FENCE SHOULD BE PLACED S0 THE FENCE LEANS TOWARD THE SOURCE OF SEDIMENT.

2. MAXIMUM SPACING FOR WOODEN STAKES OR STEEL POSTS IS 10.0'( 3048).

3. WOOD STAKES SHALL HAVE A MINIMUM CROSS-SECTION SIZE OF 1.5 (457) X 1.5% (457) AND MINIMUM
LENGTH OF 4 FT. (1219) STEEL POSTS SHALL BE AT LEAST 0.5 LB. PER FOOT WITH A MINIMUM
LENGTH OF 4 FT. (1219),

4, WOODEN STAKES OR STEEL POSTS SMALL BE DRIVEN TG A MINIMUM OF 1'(305) INTO THE GROUND.

5. 6" (152) OF GEOTEXTILE SHALL BE BURIED BY BACKFILLING OR TRENCHING AND AT LEAST 2.5 (762) IN
HEIGHT OF GEOTEXTILE SHALL BE EXPOSED.

6. FABRIC SHALL BE JOINED ONLY AT A SUPPORT POST WITH A MINIMUM OF §" {152) QVERLAP AND
SECURITY SEALED.

7. UPON RE-ESTABLISHMENT OF GROUND COVER IN DISTURBED AREAS AND WHEN DIRECTED BY
THE ENGINEER, OR UPON FINAL INSPECTION FENCE AND ANY SEDIMENT SHALL BE REMOVED,
AT NO TIME WILL THE FENCE REMAIN IN PLACE AFTER PROJECT COMPLETION.

8. GEOTEXTILE FENCE SHALL NOT BE USED IN A WATER COARSE.

9. ONLY GEQTEXTILE FROM THE DEPARTMENTS APPROVED PRODUCT LIST SHALL BE USED.

10, BACKFILLING OF GECTEXTILE SHALL ONLY BE USED WHEN GROUND IS FROZEN OR WHERE OTHER
OBSTRUCTIONS ARE ENCOUNTERED THAT PROHIBITE TRENCHING, IE, STUMPS OR ROCKS.

11, CLEAN QUT ACCUMULATION SEDIMENT WHEN ONE-HALF (31/2) OF THE ORIGINAL HEIGHT OF
THE GEOTEXTILE FENCE, AS INSTALLED , BECOMES FILLED WITH SEDIMENT OR AS DIRECTED
BY THE ENGINEER.
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Station: Elmwood Reviewer; Environmental Planning Reviewer Date: 8/11/2009
Responder: Liz Sommer, P.E.  Responder Date: 2009-10-09

STATE OF CONNECTICUT subject: Preliminary Design Submission
DEPARTMENT OF TRANSPORTATION 88-H039/ 171-308

Elmwood Station

New Britain ~ Hartford Busway

memorandum | dete:  August #1,2000
to T from (,_,._—-——m»~ ext.
Richard Armstrong b

Trarsporiation Principal Engineer
Consuitant Design Y
Bureau of Englneering and Construction . “Bureau of Policy and P[anning

Type of Raview.
[J Schematic [ Preliminary Design [} Semi-Final Design {3 Final Design [] Permit [J Other.

My staff has reviewed the ahove menfioned project and the water resource compliance section
of this office offers the following comments:

General

Please note thal many of the prefiminary design comments
provided for the Cedar Street Station will apply to the
Eimwood Station design. Make chianges as necessary,

» The plan sheets shall include the station markings, iee of
slope, cut and fill, drainage, and &S controls, ete...

+ Please coordinate with the designers of Project §3-H046
regaring the transition points connecting retaining walls,
curbing, ete...between the busway and platform stations.

7 ORG « Coordination with the designers of Project 93-HOAS s
required, as drainage from the husway will connsct and
discharge within the station footprint.

e It was suggssted that fill slops between Retaining Wall 109
(under 83-H048) and landscape wall (under 88-H038) be
eliminated or minimized io allow for stormwater Yeaiment.
Please investigate.

+  If the above suggestion is doable, a 'HDS will not te required.

s Provide flow arrows.

o At the discharge point of the proposed 12-inch RCP, please
show and callout an item for a RCCE and riprap.

e s a paved leak off within a proposed sidewalk practical?
8 Los +  What is the purpose of proposing a winding ramp for ADA
accessibility when accessiblity is provided along New Park
Avenue? If the existing sidewalk is nol ADA accessible, as it
is stated, then couldn't the existing sidewalk or area within the
station footpnn{ along New Park Avenue be configured to
address ADA accessibility? This would eliminate & number of
landscape walls and eliminate a significant amotint of it while
praserving existing malure evergreen and deciduous trees,

Andrew Piraneo/a
(¢S Collsen Kigsane - PQ\Q é’orreme
Mark Alexander ~ Kim Lesay ~ Amanda Freitas
Brian Cunningham - Kevin Mahoney ~ Jacob Argiro
Dave Mancini — Bob Reilly - Laurie LaRocoa
Mike Masayda - Chung Lung Chow ~ Yolanda Antoniak

If you have any qt??ns regarding these comments, please contact Mr. Paul Corrente at 860-534-2832,




Station: Elmwood Reviewer: Environmental Planning ‘Reviewer Date: 8/11/2009
Responder: Liz Sommer, P.E.  Responder Date: 2009-10-09

Reviewer Comment 1a).

Please note that maof the reimary d1gn cmt “
provided for the Cedar Street Station will apply to the
Elmwood Station design. Make changes as necessary.

S E A Response: Applicable changes have been incorporated.

Reviewer Comment 1b).

s The plan sheets shall include the station markings'. toe of
slope, cut and fil, drainage, and E&S conirols, etc...

S E A Response: Additional call-outs have been added to the plan sheets, as appropriate.

Reviewer Comment 1¢).

¢+ Please coordinate with the designers of Project 93-H046
regarding the transition points connecting retaining walls,
curbing, etc...between the busway and platform stations,

S E A Response: Coordination between S E A and the mainline designers is on-going.

Reviewer Comment 7a).

e Goordination with the designers of Project 93-H046 is |
required, as drainage from the busway will connect and
discharge within the station footprint,

S E A Response: Coordination between S E A and the mainline designers is on-going.

Reviewer Comment 7b).

» |t was suggested that fill slope between Retfaining Wall 109
(under 93-H046) and landscape wall {under 88-H039) be
eliminated or minimized to aliow for stormwater treatment.
Please investigale.

S E A Response: This area has been regarded and primary stormwater treatment has been
added to the area. Please see grading sheet for detail,



Station: Elmwood Reviewer: Environmental Planning Reviewer Date: 8/11/2009
Responder: Liz Sommer, P.E. Responder Date: 2009-10-09

Reviewer Comment 7¢).
|+ If the above suggestion is doable, a HDS will not be required. |
S E A Response: The HDS has been removed,

Reviewer Comment 7d),

| « Provide flow arrows.
S E A Response: Flow arrows have been added to the drainage plan.

Reviewer Comment 7e).

|« At the discharge point of the proposed 12-inch RCP, please
show and callout an item for a RCCE and riprap.

S E A Response: The drainage system has been modified and the out relocated. Please see
revised sheets.

Reviewer Comment 7f),

| « |s a paved leak off within a proposed sidewalk practical?

S E A Response: The drainage system has been modified and the out relocated, Please see
revised sheets.

Reviewer Comment 8).

» What is the purpose of proposing a winding ramp for ADA
accessibility when accessibility is provided along New Park
Avenue? If the existing sidewalk is not ADA accessible, as it
is stated, then couldn’t the existing sidewalk or area within the
station foolprint along New Park Avenue be configured to
address ADA accessibility? This would eliminate a number of
landscape walls and eliminate a significant amount of fill while
preserving existing mature evergreen and deciduous trees.

S E A Response: The existing sidewalk along New Park Avenue is not ADA accessible. The
ramp at the south end of the site will be reconfigured and will connect the corner of New
Britain Ave. and New Park Ave. with the local drop-off instead of the busway platform. This
will reduce the required infrastructure, .
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- Attachment H: Engineering Documentation

Part 1: Engineering Report Checklist

The following is a checklist of requirements that need to be completed, included and submitted as part of the
Engineering Report. Please complete this checklist by identifying where each requirement listed is addressed in

-the Engineering Report (report title and page numbers). If an item is not applicable, place "NA" in the box. Attach

the completed checklist as the cover sheet to engineering reports, as applicable, which fully describe the design
of the proposed facilities or other actions and the hydraulic and hydrologic effects thereof, The application
instructions {(DEP-IWRD-INST-100) should be consulted for a complete description of each item listed. This
checklist is required to be signed and sealed by a professional engineer licensed in the State of Connecticut.

Stormwater Management

2.0

Description of the design storm frequency intensity, volume and duration

5.0 Appendix B

Watershed maps, existing and proposed

N/A Computations for Tc
3.0.1/3.0.2 imperviousness calculations
N/A NRCS runoff curve numbers, volumetric runoff coefficients

6.0 Appendix C

Computations used to determine peak runoff rates, and velocities for each watershed
area (24-hour storm):
e Stream Channel Protection: 2-year frequency (“over-control” of 2-year storm)
o Conveyance Protection: 10-year frequency \
o Peak Runoff Attenuation: 2-year, 10-year, and 100-year frequency
o Emergency Outlet Sizing: safely pass the 100-year frequency or larger storm

N/A Hydregraph routing calculations

3.0.1/3.0. Description, schematics, and calculations for drainage and stormwater management
systems, bridges and culvérts

N/A Infiltration rafes

2.0 Documentation of sources

6.0 Appendix C

Computer disk containing input and output data and the associated program for all
computer models used in the analyses

6.0 Appendix C

Hard copy of input and output data including input/output tables

N/A

Detention basin analysis including timing and duration of expected outflow, stream
stability analysis and hydrograph summation '

DEP-IWRD-APP-105A

10of3 Rev. 10/29/04




Flood Plain Assessment

N/A Description or simulation of existing and proposed.conditions upstream and
downstream of the proposed activity

N/A (For SCEL applications only) A det.ermination of the effect of the proposed activity on
flooding and flood hazards together with an equivalent encroachment on the opposite
bank for the flood event establishing the encroachment lines

N/A For any bridge or culvert placement or replacement with a drainage area of 100 acres
or more, plan sheets showing the existing and proposed inundation area for the 2, 10,
25, 50, and 100 year discharges, carried to convergence

N/A A description and analysis of the floodplain modifications required to restore any flood
conveyance and flood storage capacity

N/A Demonstration that backwater from the proposed activity will not impact an existing
dam, dike, or similar structure

N/A Backup data and complete hydraulic analysis for proposed modifications to the
floodplain including location plan and plot for sections, profile sheet, summary sheet

Dams, Dikes, Diversion Channels, Similar Structures

N/A Primary and emergency spillway and outlet structure erosion protection

N/A Dam breach analysis

N/IA - Geotechnical evaluation

N/A Construction Specifications for foundation preparation, embankment material, outlet

structure, and construction ingpection

Soil Erosion and Sediment Control Plan

3.0.4 Narrative

7.0 Appendix D Drawings

7.0 Appendix D Details

N/A Calculations for Engineered Measures

DEP-IWRD-APP-105A : 20f3 |  Rev. 10/29/04



Professional Certification

For any Engineering Report submitted as part 6f the IWRD permit application, the following certification must be
signed and sealed by a professional engineer licensed to practice in Connecticut and submitted with the

Engineering Report Checklist and Report.

"} certify that in my professional judgement, each requirement listed in the Engineering Report Checklist has
been addressed in the Engineering Report submitted as part of the IWRD permit application as Attachment H,
Part 1 and that the information is true, accurate and complete to the best of my knowledge and belief.

This certification is based on my review of the Engineering Report.
| understand that a false statement made in the submitted information may, pursuant to Section 22a-6 of the

General Statutes, be punishable as a criminal offense under Section 53a-157b of the General Statutes, and
may also be punishable under Section 22a-438 of the General Stafutes.”

Signature of Applicant

CT Department of Transportation

Date

Name of Applicant (print or type)

NUin 7o

Title (if applicable)

Signature of Professional Engineer //

b
Al Bisacky '

12 /4 [
/

Date

J4FET

Name of Professional Engineer {(print or type)

P.E. Number (if applicable)

Affix P.E. Stamp Here
{if applicable)

No.14856
CaneSy
{1

\» €\\\‘G}\\\\

s NA
“rrggpann®

<s

DEP-IWRD-APP-105A

30f3
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Attachment H: Engineering Documentation

Part 2: Hydrologic and Hydraulic Consistency Worksheet

Inland Water Resources Division Permit Activities

" This worksheet has four sections; only complete the section(s) applicable to the proposed project.
Where a question requires a "Yes" or "No" answer, select the appropriate response and explain your
response, if required, in the space provided.

Sectionl: Floodplain Management (if the proposed project involves a structure,
obstruction, encroachment or work in a watercourse, floodplain, or coastal high
hazard area)

Section Il: Stormwater Management (if the proposed pro;ect involves stormwater drainage
or stormwater runoff)

Sections lll: State Grants and Loans and Section IV: Disposal of State Land (only if the
applicant is a state agency seeking flood management certification approval for
state grants and loans or disposal of state land)

Contents:
Sectionl: Floodplain Management Page No.
1. General Criteria
a. Critical ACTVIEY ..ccuvrveeeiriieeriiiieesiinii s 3
b. Nonintensive Floodplain USES ......coeevevvvvviiienvennn, 3
c. National Flood Insurance Program (NFIP)............ 3
d. Municipal Regulations......................c.cccvvveiinnnn. 3
2. Flooding and Flood Hazards
. FIOOOING coovieieii s e 4
D. FIood VeIOCItIES........vveereiviieevesrccivinisvvensne, 4
C. Flood Storage ........ccccteeviiieee i 4
d. Degrading or Aggrading Stream Beds...cccoocveennna. 4
T (ol T L= T £ 1 U 4
f. Storage of Materials & Equipment ............ccoeeeen. 5
g. Floodwater Loads ......ccccccovmreveciniiverierieciirinnnan, 5
3. Standards for Structures in Floodplains
or Coastal High Hazard Areas
a. Structures in Coastal High Hazard Areas ............. 5
b. Structures in Floodplain Areas........cceovveevevveevennin, 6
C. Residential StruCtures........ccovvvvvviveriviviivsivensenninn, 6
d. Non-residential Structures ........ccoovvvivvivveveniennnn. 6
€. UHITES oveeeeeereeevis et ee e 6
f. Water Supply Systems.........ccocevevveveeeeiceicrvinnnnn. 6
g. Sanitary Sewage Systems .....cc.ccvceeeveviivsiiiienerin, 6
h. Foundafion Drains..........ccoveeveeeenevevvivevieeeeeneneeennn, 6
DEP-IWRD-APP-1058 10f18 Rev. 10/29/04




4. Topography Changes within Floodplains Page No.

a. No Regulatory Floodway..........ccccooumvivviivenenniiainnnn, 7
b. Floodway EncroachmentsS..........ccccccevvevcvnvviioninnn 7
C. Coastal Areas .......ovcceveeieereeiienii i 7

5. Alterations of Watercourses

a. Topography Change .........ccccccceivvvvvenviiiiiineesiininnns 7
b. Hydraulic Capacity..........ccccorvcciiviniiiuriiecivariirnn 7
C. Aquatic Habital.........c.ccoveveeieeeeeeiviviicceciesveviiviinns 8
6. Culverts and Bridges
Q. FiSh PasSSage ...c.c...couvvviviiieiaiieeireeeineinsiviiiiresessninans 9
b. Depressed Structural FIOOrs ......ccccvevvivvviviininain.. 9
C. Multiple OPenings .......ccocvevverereceniiieeeiisresineren. 9
d. Sag Vertical Curves .......occovveveeeeeivirvisciinivinnana s 9
€. Debris BIoCkage.......ccccvvvevviiiviviiiviiin e 9
f. Topography Change ........cccccceeevvrinieiiveivininennennsnn 9
g. State HighWays........cccvvvivmrieemneerviiviienneareresnsvnnn, 10
h. Local Roads & Driveways......c..cccccovvvecvnniinnnarsenn 11
i. Downstream Peak FIOWS .......cceoovviiccicciiiiinninnn, 12
7. Temporary Hydraulic Facilities ....c....cccccvvreisisieeens 12

Section ll: Stormwater Management
1. Stormwater RUINOS ... oo eetirsiees e e 13
2. Stormwater Detention FacilitieS...cuccvvveeenemreeernnrvuins 14

3. Storm Drainage Systems

a. DOT StandardsS......ccovvvveiieieeiieeeciiiesves e, 15
b, Design StOrm ....ccccocoveeiveevieeei et 16
C. Future Development ........cccevveviieeiiiveiiniiieaninnnn, 16
d. Qutlet ProteCton ....ccccevvevveiiiriineriieieeiiiiiiveaeieenn 16
e. Overland FIOW........c.ccccevieiiiiiceiieiniiesviciic et iiiinnn 16
f. Vegetated Filter SUIPS ...ovvvvvveeceiiriiieiiiria, 16
g. Stormwater Treatment..........cccccvvvvveivivcivviriinnin.. 16
h. E&S Control Plan............cccccoveevvveeeiveicnniniann. 16
Section Il: State Grants and Loans .......c.ccvcccciininnnivicricnceinn 17
Section IV: Disposal of State Land ........ccccoocoviivcminicnvevinnenivnnnneenn: 18

Definitions of terms used in these worksheets are found in Section 25-68b of the Connecticut General Statutes
and Section 25-68h-1 of the Regulations of Connecticut State Agencies and in the National Flood Insurance
Program Regulations {44 CFR, Chapter 1, Subchapter B, Part 59.1).

Section I: Floodplain Management
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~ Section 1: Floodplain Management

Name of Applicant: Connecticut Department of Transportation
Name of Proposed Project: New Britain-Hartford Busway, Proj. No. 171-305 (88-H039)

1. General Criteria

a. Critical Activity - Does the proposed project involve the treatment, storage and disposal of hazardous
waste or the siting of hospitals, housing for the elderly, schools or residences, in the 0.2 per cent [500
year] floodplain?  [] Yes No

If yes, the base flood for the critical activity shall have a recurrence interval equal to the 500 year flood
event; if no, the base flood for the activity shall have a recurrence interval equal o the 100 year flood
event. ‘

b. Nonintensive Floodplain Uses - Will the proposed project promote development in floodplains or wil
utilities servicing the project be located so as to enable floodplain development?

[ Yes B No
Explain:

c. National Flood Insurance Program (NFIP) - Will the proposed project be located within an area of special
flood hazard designated by the Federal Emergency Management Agency (FEMA)?

] Yes No  If yes, list the FEMA flood zone(s):

Does the proposed project meet the NFIP minimum standards established in 44 CFR, Chanter 1,
Subchapter B, Part 60.3, floodplain management criteria for flood-prone areas?

X Yes [] No

d. Municipal Regulations - Has the municipality in which the proposed project is to be located adopted
flecdplain regulations containing requirements that are more restrictive than the NFIP floodplain
management criteria for flood-prone areas? ] Yes No

If yes, describe the more restrictive requirements:

Does the proposed project comply with the more restrictive standards of the municipality?

[ Yes 1 No
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Section I: Floodplain Management (continued)

2. Flooding and Flood Hazards

a. Flooding - Will the proposed project pose any hazard to human life, health or property in the event of a
base flood? ] Yes No :

If yes, explain:

b. Flood Velocities - Will the proposed project cause an increase in flow velocity or depth during the base
flood discharge? [ Yes [ No ’

If yes, the increase in velocity is: fps
and/or the increase in depth is: ft.

Wilt such increase in velocity or depth cause channel erosion or pose any hazard to human life, health or
property? [ Yes [ No

Explain:

c. Flood Storage - Will the proposed project affect the flood storage capacity or flood controf value of the
floodplain? [ Yes X No

If yes, describe the effects:

d. Degrading or Aggrading Stream Beds - Is the streambed currently degrading or aggrading?

[1 Degrading ] Aggrading X Neither
Has the project design addressed degrading or aggrading streambed conditions?
] Yes 1 No
e. lIce Jams - Is the watercourse prone to ice jams or floods due toice?  [] Yes X No
Has the project design considered ice jams or floods due to ice? [] Yes No
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Section I: Floodplain Management (continued)

f.  Storage of Materials & Equipment - Will the construction or use of the proposed project involve the
storage of materials below the 500 year flood elevation that are buoyant, hazardous, flammable,
explosive, soluble, expansive or radioactive, or the storage of any other materials which could be
injurious to human, animal or plant life in the event of a flood?

[ Yes D4 No

If yes, describe the materials and how such materials will be protected from flood damage, secured or
removed from the floodplain to prevent pollution and hazards to life and property.

Storage of materials that could be injurious to human health or the environment in the event of flooding is
prohibited below the elevation of the 500 year flood. Other material or equipment may be stored below
the 500 year flood elevation provided that such material or equipment is not subject to major damage by
floods, and provided that such material or equipment is firmly anchored, restrained or enclosed to
prevent it from floating away or that such material or equipment can be removed prior to flooding.

g. Floodwater Loads - Will structures, facilities and stored materials be anchored or otherwise designed to
prevent floatation, collapse, or lateral movement resuiting from hydrodynamic and hydrostatlc loads,
including the effects of buoyancy? [J Yes X No

3. Standards for Structures in Floodplains or Coastal High Hazard Areas

Does the proposed project involve a new or substantially improved structure or facility located within a
floodplain or coastal high hazard area? [1 Yes X No

If yes, complete this subsection; if no, skip to subsection 4 {(Topography Changes within Floodplain).

a. Structures in Coastal High Hazard Areas - Will the structure or facility be located within an NFIP coastal
high hazard area? [ Yes 1 No

If no, skip to paragraph 3(b); if yes:

1. Will the structure or facility be located landward of the reach of mean high tide?

] Yes ] No
2. Will a new structure or facility be located on an undeveloped coastal barrier beach designated by
FEMA? [l Yes [l No

3. If the structure or facility is/will be located within a coastal high hazard area, the structure or facility
must be elevated on pilings or columns so that the bottom of the lowest horizontal structural member
of the lowest floor (excluding the pilings or columns) is elevated to at least one foot above the hase
flood level and the pile or column foundation and structure attached thereto must be anchored to
resist floatation, collapse and lateral movement due to the effects of wind, velocity waters, hurricane
wave wash, and base flood water loads acting simultaneously on all building components.

Does the proposed structure or facility meet these standards? (] Yes 1 No
The base flood elevation is: ft. {Datum: )
The elevation of the lowest horizontal structural member is: ft. (Datum: )
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Section I: Floodplain Management (continued)

4. Wil the space below the lowest floor be either free of obstruction or constructed with non-supporting
breakaway walls? (] Yes [ No

5. Wil fill be used for structural support of any buildings within coastal high hazard areas?

[ Yes ] No

b. Structuresin Floodp/ain Areas - Are the structures residential or nonresidential?

[] Residential [] Nonresidential If nonresidential, skip to paragraph 3(d) below,

c. Residential Structures - If the structure or facility is for human habitation will the lowest floor of such
structure or facility, including its basement, be elevated one foot above the level of the 500 year flood?

[] Yes (] No
The 500 year flood elevation is: ft. (Datum: )
The elevation of the lowest floor, including basement, is: ft. (Datum: )

d. Non-residential Structures - If the structure or facjlity is not intended for residential uses, will the lowest
floor of such structure or facility, including its basement, be elevated to or above the 100 year flood
height or be floodproofed to that height, or in the case of a critical activity, the 500 year flood heigh{?

] Yes 1 No

If yes, the structure will be: [] Elevated [] Floodproofed

The base flood elevation is: ft. (Datum: )

The eievatibn of the lowest fioor, including basement, is: ft. {Datum: )
The structure is floodproofed to: ft. (Datum: }

Note: for insurance purposes nonresidential structures must be flocdproofed to at least one foot above
the base flood elevation. DEP strongly encourages that the height of floodproofing incorporate one foot
of freeboard.

e. Utilities - Will service facilities such as electrical, heating, ventilation, plumbing, and air conditioning
equipment be constructed at or above the elevation of the base flood or floodproofed with a passive
system? (1 Yes ] No

f. Water Supply Systems - Does the proposed project include a new or replacement water supply system?

[] Yes [J No -
If yes, is the water supply system designed to prevent floodwaters from entering and contaminating the
system during the base flood? [] Yes [] No

g. Sanitary Sewage Systems - Does the proposed proiect include a new or replacement sanitary sewage or
collection system? [ Yes [] No

If yes, is the sanitary sewage system designed to minimize or eliminate the infiltration of flood waters into
the systems and discharges from the systems into flood waters during the base flood?

] Yes [ No

h. Foundation Drains - Are foundation drains of buildings designed to prevent backflow from the 100 year
frequency flood into the building?

[] Yes [J No ] No foundation drains
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Section I: Floodplain Management (continued)

4. Activity within Floodplain

Does the proposed project involve activity in a floodplain including but not limited to filling, dumping,
construction, excavating, or grading?

] Yes > No 1f no, skip to subsection 5 (Alterations of Watercourses),

If yes, does the proposed project include encroachments, including fill, new construction, substantial

improvements, or other development within a NFIP adopted regulatory floodway?

[]Yes [1No If yes, skip to paragraph 4(b) below.

a. No Regulatory Floodway - The NFIP requires that until a regulatory floodway is designated, that no new
construction, substantial improvements, or other development (including fill) shall be permitted within
Zones A1-30 and AE unless it is demonstrated that the cumulative effect of the proposed development,
when combined with all other existing and anticipated development, will not increase the water surface
elevation of the base flood more than one foot at any point. (If no regulatory floodway has been adopted,

project impacts may be evaluated by considering an equivalent conveyance loss on the opposite side of
the river from the proposed project.)

Is the proposed project consistent with this requirement?  [] Yes [] No

b. Floodway Encroachments - Will the proposed encroachment into the floodway result in any increase in
flood levels during either the 100 vear or 10 year discharges?

100 year: [T Yes; the increase is: (in 1/100ths of a foot) ] No

If yes, has the applicant received approval of such increase in accordance with 44 CFR, Chapter 1,
Subchapter B, Part 65.12? ] Yes ] No

10 year: [7] Yes; the increase is: (in 1/100ths of a foot) ] No

¢. Coastal Areas - Flood hazard potential in coastal areas shall be evajuated considering surface profiles of
the combined occurrence of tides, storm surges, and peak runoff, The starting water surface elevation
for the base flood in watersheds with time of concentrations of over 6 hours shall be the 10 year
frequency tidal surge level.

If the proposed project is in a coastal area, have the hydraulic analyses incorporated these criteria?
[] Yes ] No [] Notin Coastal Area

5. Alterations of Watercourses

Does the proposed project include the construction or alteration to a natural perennial watercourse or man-
made channel?

] Yes X No If no, skip to subsection & (Culverts and Bridges); if yes, complete the following
subsection;

a. Topography Change - Is the watercourse or channel focated within a regulatory floodway or Zone A1-30
or AE as designated by the NFIP? . [] Yes [] No

b. Hydraulic Capacity - Does the channel have a minimum flow capacity of a flood equal to at least the 25
year frequency flood? [] Yes [ No

The channel capacity is designed for the: year flood.

Does the channel have an inner channel with a capacity of a 2 year frequency flood? [] Yes [] No
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Section |: Floodplain Management (continued)

¢. Agquatic

[] Yes

£ 1.
L1 2
O3 s.
O 4.

O s.
L] e
.

(] 8.

1o

] 1o.
1 11.

Habitat - Channel alterations should be designed to create aquatic habitats suitable for fisheries,

including suitable habitat for maintaining fish populations and to enable fish passage, and to maintain or
improve water quality, aesthetics, and recreation.

Has the applicant had any pre-application meetings or correspondence with DEP Fisheries?

] No

Check each of the following criteria that have been incorporated into the project design:

artificial channel linings have been avoided;,
the channel will encourage ecological productivity and diversity;
the channel and its banks will be compatible with their surroundings;

the channel will vary in its width, depth, invert elevations, and side slopes to provide diverse
aquatic habitat;

straightening existing channels and thereby decreasing their length has been avoided;
the channel! will not create barriers to upstream and downstream fish passage;

the channel will contain pools and riffles and a low flow channel to concentrate seasonal low
water flows;

the channel will contain flow deflectors, boulders and low check dams to enhance aquatic
habitat;

stream bank vegetation will be preserved where feasible and disturbed stream bank areas will
be replanted with suitable vegetation;

clean natural stream bed materials of a suitable size will be incorporated in the new channel; and

construction of the proposed project will be scheduled to minimize conflicts with spawning,
stocking, and recreational fishing seasons.

Describe how the above aguatic habitat deéign criteria have been incorporated into the project design:
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Section I: Floodplain Management {continued)

6. Culverts and Bridges

Does the proposed project involve the repair or new construction of a culvert or bridge?

] Yes No  If no, go to subsection 7 (Temporary Hydraulic Facilities).

If yes, compiete this subsection:

a. Fish Passage - Does the culvert design allow for the passage of fish? ] Yes [ No
If yes, describe the specific design provisions for fish passage:

b. Depressed Structural Floors - Is the rigid structural floor of the culvert or bridge depressed below the
normal stream bed to allow a natural stream bed to form over the floor?

] Yes ] No (] No rigid structural floor

c. Multiple Openings - The use of a single large culvert or bridge opening is preferred over the use of
multiple small openings. Has the design minimized the use of multiple small openings?

[] Yes [ No

If no, explain:

d. Sag Vertical Curves - Does the design utilize solid parapet walls in the sag part of a vertical curve?
O] Yes J No [ Not located in a sag vertical curve

e. Debris Blockage - Is the culvert or bridge prone to blockage by debris? [ Yes [] No
If yes, has the project design incorporated measures to minimize the potential for debris blockage?

{71 Yes ] No

f.  Topography Change - Is the culvert or bridge located within a regulatory floodway or Zone A1-30 or AE
as designated by the NFIP? ] Yes [ No
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Section I: Floodplain Management (continued)

g. State Highways - Does the watercourse pass under a state roadway?
[l Yes ] No If no, skip to paragraph 6(g)(2).

I ye's, culverts and bridges for state highways shall be designed in accordance with the Connecticut
Department of Transportation {(POT) Drainage Manual and all applicants should refer to it for specific
design criteria. In general, however, the Drainage Manual requires the following:

(Place a check mark for all applicable criteria utilized)

] Minor Structures - Minor structures have a drainage area of less than one square mite in which there |
is no established watercourse. They shall be designed to pass the 25 year frequency discharge.

[} Smalt Structures - Small structures have a drainage area of less than one square mile in which there
is an established watercourse. They shall be designed to pass the 50 year frequency discharge.

(] Intermediate Structures - Intermediate structures have a drainage area greater than one square mile
and less than 10 square miles. They shalf be designed to pass the 100 year frequency discharge
with reasonable underclearance.

[] Large Structures - Large structures have a drainage area greater than 10 square miles and less than
1000 square miles. They shall be designed to pass the 100 year frequency discharge with an
" underclearance not less than fwo feet.

[ Monumental Structures - Monumental structures have a drainage area greater than 1000 square
miles. They shall be designed to meet the requirements of the Connecticut Department of
Environmental Protection, U.S. Army Corps of Engineers, and the U.S. Coast Guard.

[ Tidal Structures - Tidal structures are subject to tidal action and shall be classified as minor, small,
intermediate, etc. depending on their drainage area. These structures shall be designed in
accordance with the previously listed cfassifications. However if the highway is subject to frequent
tidal flooding, the design storm may be made consistent with the frequency of flooding by tidal action.
The proposed culvert or bridge is classified as:

[l Tidal, minor
(] Tidal, small
(] Tidal, intermediate
[ Tidal, large

[] Tidal, monumental

1. Has the structure been designed in accordance with the criteria established in the DOT Drainage

Manual? [ Yes [ No

If no, describe the lower design standards and the reasons for not complying with the DOT Drainage

Manual: |
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Section I: Floodplain Management (continued)

n.

2. Wil the proposed culvert or bridge increase upstream water surface elevations in the event of a
base flood above that which would have been obtained in the natural channel if the highway
embankment were not constructed? -1 Yes [] No

If yes, is the increase in elevation more than one foot? Describe:

3. Will the proposed culvert or bridge be designed so that flooding during the design discharge does
not endanger the roadway or cause damage to upstream developed property? (NOTE: The design
discharge for culverts and bridges on state highways should be that which was determined by FEMA.
if the applicant judges that the FEMA discharge is inappropriate, the project should be analyzed for
both the applican{'s computed flow and the FEMA discharge. The project, however, must still meet
the standards of the NFIP.) ] Yes 1 No

Explain:

Local Roads & Driveways - Local roads (not state highways) and driveways may be designed for flood
frequencies and underciearances less stringent than those specified in the DOT Drainage Manual when
(check all that have been incorporated into the project design):‘

[1 1. theroadis at or close to the floodplain grade

[ 2. water surface elevations are not increased by more than one foot nor cause damage to
upstream properties :

[] 3. provisions are made to barricade the road when overtopped
[7] 4. theroad or driveway is posted as being subject to flooding
[] 5. theroad or driveway has low traffic volume

[] 6. alternate routes are available

The culvert or bridge has been designed to pass the: year frequency discharge with an
underclearance of: feet.

Utilizing the DOT Drainage Manual classifications listed under paragraph 6(g) above, the culvert or
bridge is classified as a: structure.
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- Section I: Floodplain Management (continued)

h. If the culvert or bridge is designed to standards lower than which is stipulated in the DOT Drainage
Manual, list such standards and the reasons for the lower design standards:

i. Downstream Peak Flows - Will the proposed culvert or bridge increase downstream peak flows by
-decreasing existing headwater depths during flooding events? [] Yes ] No

If yes, describe the selected design criteria and the impacts to downstream properties:

7. Temporary Hydraulic Facilities

Temporary hydraulic facilities include all channels, culverts or bridges which are required for haul roads,
channel relocations, culvert instaliations, bridge construction, temporary roads, or detours. They are to be
designed with the same care which is used for the primary facility.

If the proposed activity involves a temporary hydraulic facility(s), has such facility been designed in
accordance with Chapter 6, Appendix F, "Temporary Hydraulic Facilities," of the DOT Drainage Manual?

{1 Yes [J No No temporary hydraulic facilities
If yes, the design flood frequency is the: year flood.

Describe the temporary facilities:
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Section lI: Stormwater Management

Name of Applicant:' Connecticut Department of Transportation
Name of Proposed Project; New Britain-Hartford Busway Proj. No. 171-035 (88-H039)

1. Stormwater Runoff
The proposed project will (check all that apply):
Increase the area of impervious surfaces
[ Increase runoff coefficients
Alter existing drainage patterns
B3 Alter time of concentrations
] Change the timing of runoff in relation to adjacent watersheds
Will the proposed project impact downstream areas by increasing peak flow rates, the timing of runoff, or
the volume of runoff? Yes ] Ne
If yes, describe the downstream impacts for the 2, 10 and 100 year frequency discharges:

The pre and post development peak flow rates at the downstream design point are as follows:

. . - N _ .
- e A B oS N 2m
: o - i | +

2 Please see attached sheet.
10
100
The above peak discharges were computed utilizing the: hour duration storm. This duration storm

was selected because:

Peak discharges for the busway and site discharges were developed for pre and post development
conditions using the rational method. The storm duration was considered to be two (2} times the
time of concentration (Tc).
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Section II: Stormwater Management

1. Stormwater runoff

Pre-Development and Post-Development Comparison

Return Frequency Discharge (cfs)
2 Year 10 Year 100 Year
Pre- Post- Pre- Post- Pre- Post-
Development | Development | Development | Development | Development | Development
To New Britain Avenue systems 3.00 0.80 3.92 1.02 5.09 1.27
To New Park Avenue system 2.79 1.99 3.64 2.59 - 4.73 3.37
Through Trout Brook flood wall 4.04 6.25 5.27 8.62 6.84 11.62
To New Britain Syétems
Area (ac) | Rational Method
C value
Pre-Development 0.92 0.71
Post-Development 0.42 0.52
To New Park Systems
Area (ac) | Rational Method
Cvalue
Pre-Development 0.69 0.88
Post-Development 0.48 0.90 |




Through Trout Brook Flood Wall

Area (ac) | Rational Method
C value
Pre-Development 1.17 0.75
Post-Development 2.13 0.73

Three design peints are refevant in this hydrologic analysis of the development area. Existing drainage systems within New Britain Avenue and
New Park Avenue collect flow from the proposed site. Each system was selected o compare the site development impact.

Additionaly, an existing discharge through the Trout Brook flood wall collects a portion of the proposed bus station site. A bioretention basin is
proposed to discharge through the exisling pipe and was analyzed as a third design point.

System 7, part of the busway construction, will discharge to the proposed Bioretention basin. These flow rates are included in the analysis above.



} / ‘
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Section Il: Stormwater Management (continued)

Describe the location of the design point and why this location was chosen;
Please see attached sheet.

2. Stormwater Detention Facilities
Does the proposed project include the construction of any stormwater detention facilities?
] Yes No If no, skip to subsection 3 (Storm Drainage Systems).
If yes, has the DEP determined whether a dam construction permit is required? [ ] Yes

The pre and post development peak flow rates at the downstream design point are as follows:

]l No

10

100

was selected because:

Describe the location of the design point and why this location was chosen:

The above peak discharges were computed utilizing the: hour duration storm. This duration storm
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Section Ill: Stormwater Management (continued)

If the proposed project increases peak flow rates for the 2, 10 or 100 year frequenéy discharges, describe
the impacts to downstream areas:

Will the detention facility aggravate erosion along the downstream channel? [:I Yes 1 No

In certain situations, detention of stormwater aggravates downstream flooding. This cccurs when the
discharge from a subwatershed is detayed by a detention facility so that it adds to the peak discharge from
another subwatershed. Adding the hydrographs of the two subwatersheds results in a higher peak discharge
over that which would occur if detention were not present,

Is the location of the detention facility within the watershed suitable for detention? [] Yes (] No
Explain:

Storm Drainage Systems

Daoes the proposed project include the construction of subsurface storm drainage systems?
X Yes ] No If no, you have completed Section !l of the worksheets.

If yes, complete this subsection:

a. DOT Standards - Is the proposed storm drainage system designed in accordance with the Connecticut
Department of Transportation's (DOT) Drainage Manual? K Yes [] No

If no, describe the lower design standards and the reasons for not complying with the Drainage Manual:

b. Design Storm - Is the storm drainage system designed for a ten year frequency storm without closing the
use of the facility? [XI Yes ] No

c. Future Development - Has the design of the systemn considered future development of adjacent
properties? [ Yes X No -
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Section ll: Stormwater Management (continued)

d.

Outlet Protection - Have the outlets from the system been designed to minimize the potential for
downstream erosion? X Yes [C] No

Overland Flow - Has the use of curbing been minimized to encourage overland dispersed flow through
stable vegetated areas? - [X] Yes (1 No

Vegetated Filter Strips - Has the design incorporated the use of vegetated filter strips or grass swales to
improve the quality of water outletting from the storm drainage system? X Yes ] No

Stormwater Treatment - Describe features of the stormwater collection system intended to improve the
guality of stormwater runoff prior {o its discharge to surface waters.

The stormwater that will be discharged to Trout Brook will be treated in an on-site bioretention
basin. The basin contains a volume in excess of the 10-year storm volume. The design is in
accordance with the 2002 Guidelines.

E & S Control Plan - Has the design and installation of the storm drainage system been coordinated with
the soll erosion and sediment control plan prepared in accordance with the 2002 Connecticut Guidelines
for Soil Eresion and Sediment Control? X Yes L] No

Explain:

The Erosion and Sedimentaion Control plans are designed presuming that the busway will be
built prior to the station site. By implementing best management practices during construction,
the project will minimize construction impacts.

Erosion will be minimized by providing temporary or permanent cover on surfaces exposed by
construction activities. Sediment from erosion which does occue will be captured and kept on
site by perimeter sediment barriers.

|y e
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Section lll: State Grants and Loans

Name of Applicant:

Name of Proposed Project:
1. - This Flood Management Certification concerns a: [] grant ] loan
2. Total amount of grantorloan: § ’

3. The recipient of the grant or loan will be:
Name:
Mailing Address:

City/Town: State: Zip Code:
Phone: ext. Fax:

Recipient Contact person;
Name:
Mailing Address:

City/Town: ~ State: Zip Code:
Phone: ext. Fax:

4. The recipient will use the grant or loan to (check all that apply):

[] construct a structure, obstruction or encroachment or conduct other work within a floodplain or coastal
high hazard area.

[] construct a facility or develop a site affecting drainage and stormwater runoff.
[T conduct a study or prepare a report concerning land use or land use planning affecting a floodplain,
drainage or stormwater runoff.

5. If the grant or loan is for a study or report, describe the anticipated effects on floodplains, drainage or
stormwater runoff if the recommendations are implemented:

8. Wil the proposed project promote development in floodplains or will utilities servicing the project be located
s0 as to enable floodplain development? [ Yes 1 No

Explain:

If the grant or loan is for construction of a structure, obstruction or encroachment or other work within a
floodplain, or if it is far construction of a facility or development of a site that will affect drainage and
stormwater runoff, Sections | and/or [I of this Worksheet must be completed and the engineering report

(Attachment H) and plans (Attachment G) must be provided as part of this application.
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Section IV: Disposal of State Land

Name of Applicant:

Name of Proposed Project:

1. The grantee will be:
Name:
Mailing Address:
City/Town: State: Zip Code:
Phone: ext. Fax:
Contact Person: v Phone:

2. Describe the current state of development and use of the land to be disposed.

3. Why is the agency disposing of the land?

4, [Describe the grantee's intended use of the land.

5. Will the disposal of the land promote development in floodplains? ] Yes [] No
Explain:

8. Will the grantee's use of the land be consistent with the state's flood management statutes and regulations?
T Yes ] No Explain:
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